. Power Supplies

SK10000 Series Programmable DC Power Supply

® Features

« Al digital controlled, output 1Im\/1mA step

«  High stability, Low drift

« LED display the voltage/current and working status visually
«  Intelligent temperature controlled fun with low neise

« Storage and recall function

»  OVP [Over Voltage Protection) function

« Keypad locked function to avoid the misaperation

«  Standard R5-232 interface, optional USE Device

& Specification

Model

Qutput Range 1200/aA | sOv/BA | 35 154 [ 20W/25A 120v/6A | GOV/12A [ 35V/204 | 207354
Ouput Power S00W 150W
Resolution Imv/ Ima

Source Effect

v <110+ ImV

c £1=10% ImA

Load Effect

v <1x10%3mV

cc £1=10% ImA

Period and Random Deviation (PARD)

cv <1mV

cC Z6ma

Accuracy

Volatge €& (0.05%+10mYV)

Current 2% (0.2%450mA)

ovP & (0.5%+0.5V)

General Characteristics

Power AC220V{1+10%)V,50({125%]Hz

Interface RS-232 (standard] USB Device (option)

Dimension & Weight 225x153=650 mm, Approx 25kg 325x153=650 mm, Approx 30kg

& Stendard Accessories
Pawer Card 1 [ ——— |
fi$:232 cable 1 “'a-—cj h|

CO{5oftware+lser’s Guide)

1

Power Cord

RS-232 cable

5K11204 |SK16008 | 5K13515| 5K12025  $K11206 |sK16012 |5K13520 | SK12035 5xl1m|su1mls|ss;(xmaﬂ 5K12050
13530

120v/8A | 60V/16A | 35V 304 | 20V/50A
1000W

£20mA {appled to SK13530K)

£4{0.1%+10mV] (applied 1o 5K13530%)
5£{0.2%450mA) [applied 1o SK13530K)
<#(0.5%+0.8V] [applied to SK13530K)

AC220-230{198~2421V,50{47~63)Hz
[applied 1o SKE3530K)

325x150=665 mm, 3dkg
325%150=450 mm, 13kg [applied to SK13530K)



