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Power Cord
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CO{Software+ User's Guide)

It

TFGZ922A TFG2924A
2 4

TpHz~200MHz
1pHz~120MHz
TpuHz~BOMHz
IpHzr~6MHz
1pHz~50MHz
TuHz

+1ppm

% Generators

Waveform Generators

® Features

' « 12G5afs sample rate, 14 bits vertical resolution

|+ Maximum 4 output channels can be configured

« Generating arbitrary waveform points by points to ensure
output high-quality waveform accurately

+  Unigue Harmonic Synthesis

« Standard Interface include: USB Host, LSB Device, LAN and 'WIFI

« 7" touch screen display for easier operation(pixel 800*400)

TFG2932A TFG2934A TFG2942A TFG2944A
2 4 2 4

1pHz~300MHz 1pHz~400MHz

165 kinds include : Sine, Square, Ramp, Pulse, Noise, Arhitrary waveforms and user-defined.

1.2G5%a/fs

14 bits
1uSa/fs~200MSa/s
2™ 33M paints

14 bits

£2.5ns
0.01%~99,99%
2.5n8 ~1.2%

Ans™ 10000005

=0.2%; (20Hz~20kHz, 20Vpp)

< -120dBci® 10MH 1 (DdBm, 10kH:z offset, typical)

ImVpp~10Wpp
ImVpp~5Vpp
ImVpp~2Vpp
ImVpp~1.5Vpp
ImVpp™~1Vpp

+[1%; of setting + 2mVpp), (Sine 1kHz, OV offset, =10mVpp)

+5Wpk ac+dc (500} load)

+{ 13%60f setting+ 1mVIDC+0.5% of amplitude]

FM, AM, PM, PWM, Sum, FSK, 4FSK, NFSK, PSK, 4PSK, NPSK, ASK, OSK

1 to 100 000 000

AC 100~240V, 45~65Hz , <70VA (TEG29X2A) ,<BOVA [TFGI9X4A)
363°154°327 mm, 7.0KGs , (TFG29X2A)
363°154°467 mm, 10.0Kgs [TFG2INAA)

L
Frequency Counter {upper limits to 3.0 GHz)



