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TFG6900A Series Function/Arbitrary Waveform Generators

& Specification

Frequency

Range Sine
Sguare, Pulse
others

Resolution

Accuracy

Waveform

Type

Length

Sample Rate

Vertical Resolution

Amplitude Characteristics

Range Frequency <20MHz
Frequency>20MHz

Resolution

Accuracy

Offset Characteristics

Range

Accuracy

Modulation Characteristics [CHA)

ERLAM, PR PR, SLIM

FSK,BPSKE Carrier Waveform

Source
Sweep Characteristics (CHA)
Carrier Waveform
Type
Sweep Time
Hold/Return Time
Trigger Source
List Sweep
Burst Characteristics (CHA)
Carrier Waveform
Period
Burst Count
Trigger Source

Counter
Frequency Range
Pericd, Pulse Width
Duty Cycle
& Standard Accessorie
Power Cord
BNC cable
CD(Softwares User's Guide)

® Features

« Dual channel outputs

« S0ppm frequency accuracy and 1pHz resolution

« 5 standard waveforms, 50 built-in and 5 user-defined arbitrany waveforms
« Abundant modulation function Fi, AN, PM. PWM, Sum, FSK, BPSK

» Channel coupling and combine features on CHB

- Gdigits/s, 3500MHz built-in frequency counter

« Standard interface: USB Host & Device, RS-232

TFGEIL0A TFGE920A TFGE930A TFGE240A TFGE9E0A

1pHz ~ 10MHz
1pHz ~ 10MHz
1pHz ~ 5MHz
1uHz
#H{50ppm+1uHz)

luHz ~ 20MHz 1pHz ~ 30MHz2 1pHz ~ 40MHz 1pHz ~ GOMHZ2

Sine, Square, Ramp, Pulse, Noise, 50 built-in waveforms + 5 user-defined waveforms
4096 points

120 MSa/s

14 bits (CHA); 10bits (CHB)

150 M5afs

0.1mVpp ~ 10Vpp(504) 0.2mVpp ~ 20¥pp {open circuit)

0.1mVpp ~ 7.5Vpp({500} 0.2mVpp ~ 15Vpp (open circuit)

1ImVpp (Amplitudez1Vpp, load 500) 0.1mVpplAmplitude<1Vpp, load 500,
2mvpp [Amplitudez2Vpp, open circuit) 0.2mVpplAmplitude<2Vpp, open circuit)
#{1% of setting +1mVpp)({LkHz Sine, OV offset, auto range)

#5Vde (5001), #10Vdc (open circuit)
{1% of setting +1mVdc)

Carrier Waveform: Sine, Square, Ramp, etc. (only Pulse for PWM )
Maodulating Waveform: Sine, Square, Ramp, etc.

Maodulating Frequency : 1uHz ~ 100kHz

Sine, Square, Ramp, etc,

Internal/External

Sine, Square, Ramp and etc.
Linear, Log

Smis 1o 5004

0s to 500s

internal, External or Manual
List Length: 600 pes

Sine, Square, Ramp, etc.

1ps~500s
1~ 1000000
Internal, External or Manual
General Characteristics
10mHz ~ 350MHz, resolution: & digits/s Power AC 100~ 240V, 45 ~ 65Hz, < 30VA
100ns ~ 20s Dimension & Weight 334x356x106 mm, Approw.3 kg
1%~ 90%
& Dptia
Power Amplifier Pawer: BW (load 80)
TCXD Frequency Stability: +2ppm

\ Generators



